
GOVERNMENT OF MEGHALAYA 
OFFICE OF THE CHIEF ENGINEER 

WATER RESOURCES DEPARTMENT 
MEGHALAYA SHILLONG 

Email Id- ce.megwrlB@gmail.com. ce.wr-meg@gov.in 

No. CE/WR-1064/2025-26/176 Dated Shillong, the 9th December, 2025 

NOTICE INVITING QUOTATION 

Sealed Quotation to be eventually drawn in PWD F2 form duly affixing non-refundable 
Court Fee Stamps of Rs. 25/- (Rupees Twenty-Five) only are invited from manufacturers I suppliers I 
authorized dealers for Rate Contract of Supply, fabrication & installation of Steel Sluice Gate for Cross or 
Head Regulators in the projects of Water Resources Department, Government of Meghalaya and will be 
received in the Office of the undersigned upto 6th January 2026 and will be opened on the same day at 3 
PM in the presence of the quotationers or their authorized representatives. 

Detailed Quotation papers/documents may be obtained from the office of the Chief 
Engineer, Water Resources Department, Government Fruit Garden, Shillong- 793003 upto 51" January 
2026 during office hours on payment of Rs. I 00/- (Rupees One Hundred) only per set. The same may also 
be downloaded from the website of the Department (www.megwaterresources.gov.in) and the same be 
submitted to the Department alongwith a Demand Draft of Rs.100/- ( Rupees One Hundred) only (non­ 
refundable) per set. 

If the date of opening of Quotation happens to be a holiday, the next working day will be 
reckoned as the last date of receiving and opening of the same. 

Quotations should be accompanied by an Earnest Money of Rs. 10,000/- (Rupees Ten 
Thousand) only in the form of Fixed Deposit/ Call Deposit/ NSC pledged in favour of Chief Engineer, 
Water Resources Department, Meghalaya, Shillong. 

<SJ./- 
Chief Engineer (WR) 
Meghalaya, Shillong 

Dated Shillong, the 9•h December, 2025 -1064/2025-26/17 6-A 
Copy to· 

State Informatics Officer, NIC, Shillong, with a request to upload the NlQ alongwith other 
enclosures on the Department website. 

2. The Superintending Engineer (WR) Shillong/Tura Circle for information. 
3. The Superintending Engineer (WR) (HPD) for information. 
4. All Executive Engineers (WR), for information and wide publication. 
5. Office Notice Board. 
6. Office copy. 

� 
Chief Engineer (WR) 
Meghalaya, Shillong 



Detailed Terms and Conditions 

I. The receipt or the Demand Draft for the cost of document is to be enclosed with the Quotation 
document. 

2. Only manufactures I Authorised dealers for the supply of the materials are eligible to cast 
quotations. Certified copy of dealership certificate from the manufacturer should be enclosed in 
case of authorized dealers. 

3. Manufacturers I Authorised dealers may submit along with such documents technical 
specifications in original or duly certified I attested copies by competent authority along with 
price list. 

4. Rate should be quoted clearly both in figures and in words. Rate should be inclusive of all taxes 
and charges of carriage up to different divisional godowns in the State including loading and 
unloading in proper places as directed by the EE I SDO I JE incharge, 

5. Goods and Services Tax (GST) on material supplied at current prevailing rates levied by the 
Govt. from time to time will be recovered from the bill. 

6. Quotationers will be guided by the general rules and directions and all clauses relevant and laid 
down as per F-2 form of PWD Meghalaya and clauses of the notice inviting quotation. 

7. Quotationers must thoroughly acquaint themselves with all the clauses of the supply/ work 
contract and agree to terms and conditions laid down therein. 

8. Quotationers are to sign all pages of the document and clearly write the name of supply, name of 
firms, telephone No. or mobile No. on top of the envelope before casting their quotation. 

9. Any correction in the quotation documents must be initialled by the quotationers before casting in 
default of which quotation shall be rejected. No application of correcting fluid will be allowed. 

10. Rates quoted should be valid for not less than 3 (three) years from the date of notification or 
accepted rate and the selected manufacturer I authorized dealers will have to execute agreement 
on the prescribe PWD F-2 form as per rule within 15 days from the date of received of 
preliminary work order. (See SI. 22) 

l l. Quotationers should submit their upto date Professional Tax and Income Tax Clearance 
Certificate I GST Certificate I Pan Card I Balance Sheet for the past 3 years alongwith the 
quotation otherwise their quotations will be summarily rejected. 

12. Delivery of materials should be made within 30days from the date of issue of final order by the 
Departmental Officers on the approved rate and no extra claim will be entertained under any 
circumstances. 

I 3. Manufacturers I Authorised dealers will be solely responsible for any loss/damage of the 
materials, at their own cost and risk till proper receipt are issued by the Deptt. Officer entrusted to 
receive the materials. 

14. No Sub-Contract to the other firms/ Suppliers/ Authorised dealers will be allowed. 

15. The authority does not bind itself to accept the lowest rate and reserved the right to cancel any or 
all quotations without assigning as reason thereof if the situation so arise with justification. 

16. All materials supplied should be as per standard quality and LS. specifications. 

17. Manufacturers I Authorised dealers should submit along with Firm Certificate and Court Certified 
copy of power of attorney authorizing one or more of their agents to operate, sign the Quotation, 
receive payment etc., on their behalf. The Department's liability is to the contracting 
Manufacturer I Authorised dealer only and not to the person having power of attorney. 

18. In case the materials are procured from outside the State all relevant papers should be made 
available to the Department officer. 

19. Everything being equal and Department will give preference to the experienced Manufacturer I 
Authorised dealer and the authority deserves the right to split the supply order into two or more 
orders in such circumstances. 

20. Experienced Certificate should be furnished by the Manufacturer I Authorised dealer (if 
available) from the officer not below the rank of Executive Engineer of Managing Director of 
Corporation. 

21. Non-tribal dealers/suppliers/firms should have to furnish val id Trading license from the 
Autonomous District Council without which the quotations will be out rightly rejected. 



22. Execution of PWD F-2 form with the supplier should be done with the concerned Division and 
besides the Security Deposit of l 0% the bill amount will be deducted from the suppliers bill by 
the concerned Division. 

23. The Security Deposit will be retained by the Department for a period of 6(six) months after 
completion of Supply Order and the same will be released only after the E.E concerned has 
certified that the supply is found satisfactory and conform to standard specifications. 

24. The Earnest money of the unsuccessful quotationers will be returned on application after 
finalization of the Quotations. 

25. If the successful quotationers withdraw his/her quotation or refuse to sign the Agreement within a 
specified period on any pretext or condition which is not acceptable to the Department then the 
Department shall without prejudice to any right or remedy be at liberty to forfeit the bid as well as 
the S.D/ E.M. 

26. Registration Certificate of the Manufacturers/ Authorised dealer is also to be attached with the 
quotation. 

27. In selecting the quotation to be accepted the financial status I experience of the Manufacturer I 
Authorised dealer will be taken into consideration in addition tc other relevant factors such as 
past experiences and capabilities. 

28. For settlement of any dispute and of any matter whatsoever, decision of the accepting authority 
will be final and binding on the quotationers. 

29. Any quotation in which any of the prescribed conditions are not fulfilled or are incomplete in any 
respect are I iable to be rejected. 

30. Canvassing directly or indirectly is strictly prohibited and the quotation is liable to be rejected 
without assigning any reasons thereof. 

31. The detail terms and conditions as specified herein shall form part of the PWD F-2 form 
agreement and the approved supplier shall have to sign all pages of the detailed terms and 
conditions as well as the PWD F-2 form agreement. 

32. All rights are reserved to reject any or all quotations by the undersigned without assigning any 
reasons thereof. 

�. 
Chief Engineer (WR) 
Meghalaya, Shillong 



SL 
No. 

1 

2 

3 

TECHNICAL SPECIFICATIONS 

Particulars of Items & Specification 

Supply, Fabrication, Installation and Commissioning at site including painting of 
Shutter Assembly of Cross Regulator/ Head Regulator gates of different size 
made of 6 mm thick M.S. skin plate, with 10 mm dia, hole to be drilled at an 
interval of 150 mm apart on both the vertical sides and one horizontal side at the 
bottom at a fixed distance from the edge, and MS channel of size 100 mm x 50 
mm x 4.7 mm or 125 mm x 65 mm x 5 mm for shutter frame, Horizontal girders 
and vertical stiffeners, fitting fixing of C.I. Guide Roller of size 75 mm x 67 mm x 
100 mm x 20 mm having 25 mm dia hole with pin Guide roller M.S. bracket of 
size 90 mm x 90 mm x 250 mm made of 12 mm thick and 90 mm wide M.S. 
Flat with guide roller pin fitted on the shutter frame, having required slots and 
holes and supply, fitting and fixing of 'J' type rubber seal, of size 125 mm, 'J' type 
rubber seal corner of size 125 mm, with fabricated M.S. fastener of 50 mm width 
x 8 mm thick having 10 mm dia. hole at an interval of 150 mm apart for 
Regulator Gates complete as per design & drawing & as directecl. 

A] C/Regulator & H/Regulator GATES OF SIZE 5.0 M2 or More 

B] (/Regulator & H/Regulator GATES OF SIZE less than 5.0 M2 

Supply, fabrication, installation and commissioning including painting at site of 
guide channel assembly with fabricated MS channel of size ISMC : 200 ( 200 mm 
x 75 mm x 6.1 mm) up to a required length having holes of 19 mm dia at a 
distance of 20 mm from the outer edge and at an interval of 500 mm vertically 
for fitting of separator stud including anchoring at pier groove , anchoring to 
footing with MS plate of size 400 mm x 400 mm x 6 mm thick , MS separator 
stud of 19 mm dia threaded at both end x 400 mm L with washer , GI pipe 
separator of 25 mm dia, Embedded Chanel of size ISMC 200 in complete for 
Cross/ Head Regulator gates as per design & drawing & as directed. 

(Measurement to be done as height of Guide Chanel Assembly as a whole, not 
for individual channel length.] 
Supply, Fabrication, installation and commissioning including painting and fitting - 
fixing of fabricated platform assembly at site of Regulator gate and 1.25 M width 
with 2 nos top beam channel of size 200 mm x 75 mm x 6.1 mm, securely welded to 
supporting channel of size 12Smm x 65mm x 5mm fabricated M.S. checkered plate, 
5 mm thick and M.S. cross channel of size 100 mm x 50 mm x 4.7 mm for 
supporting platform having required number of slots and holes for the passage of 
wire rope and fitting of screw shaft assembly and M.S. Channel of length 1.25 M 
each to be welded at a distance of 0.50 M apart (Approx) across the top supporting 
beam with top beam and platform plate , to be welded with top channel and 
platform plate, GI pipe of 25 mm dia security railing(2 rows) with ISA6565 angle at 
approx. distance of 1.0 M and height 1.0 M on both side complete as per design & 
drawing and as directed. 

Unit 

M2 

M 

4 (a) Supply, Fabrication, installation and commissioning including greasing, painting, Job 
etc. at site and fitting fixing of Lifting Arrangement for Regulator gate manually 
operated including M.S. Screw shaft of 40 mm/ 50mmdia along with C.I. Boss of 
size 150 mm x 200 mm, thrust bearing of 45 mm/55 mm (ID) ,operating wheel 
made of GI Pipes of 25 mm dia , securely fixed with lock plate & tool plate on 
fabricated tool post made of MS Tee bar 80 x 80 x 8mm fitting fixing of all these 
items complete as per design & drawing and as directed. 

4 (b) Supply, Fabrication, installation and commissioning including greasing, painting, Job 
etc. at site and fitting fixing of Lifting Arrangement for Regulator gate with 
manually operated Spur/Worm Gearbox made of Aluminium Bronze/ Grey Cast 
Iron of size 200mm or above with reduction ratio lO(minimum)at 50 RPM and 
vertical lifting speed upto 0.50 Mtr per minute capable to lift 3.0 Ton suitable 
for Screw Shaft hoisting including supply of M.S. Screw shaft of 40 mm/ 
SOmmdiacomplete with operating wheel made, securely fixed with tool plate on 
fabricated tool post made of MS Tee bar 80 x 80 x 8mm fitting fixing of all these 
items complete as per design & drawing and as directed. 

4 (c) Supply, Fabrication, installation and commissioning including greasing, painting, Job 
etc. at site and fitting fixing of Lifting Arrangement of Regulator gate with counter 
weight mechanism including M.S. Screw shaft of 63mm/ 7Smmdia along with C.I. 
Boss of size 200 mm x 200 mm, thrust bearing of 65mm/ 75mm (ID) • C.L Grooved 
Pulley of size 250 mm dia and 150 mm dia, 2 x 6 nos C.I. counter weight of size 375 
mm dia x 37 mm thick of approx weight 30 kg each, fabricated M.S. hook for 



holding counter weight , tested quality steel wire rope of size 16 mm dia and 
required length, operating wheel made of GI Pipes of 25 mm dia , securely fixed 
with lock plate & tool plate on fabricated tool post made of MS Tee bar 80 x 80 x 
8mm fitting fixing of all these items complete as per design & drawing and as 
directed. 

4 {d) Supply, Fabrication, installation and commissioning including greasing, painting, Job 
etc. at site and fitting fixing of Lifting Arrangement of Regulator gate with counter 
weight mechanism and manually operated Spur/Worm Gearbox made of 
Aluminium Bronze/ Grey Cast Iron of size 250mm or above with reduction 
lO{minimum) at SO RPM and vertical lifting speed up to 0.50 Mtr per minute 
capable to lift 5.0 Ton suitable for Screw Shaft hoisting complete with operating 
wheel, including supply of M.S. Screw shaft of 63 mm/ 75mmdia, C.I. Grooved 
Pulley of size 250 mm dia and 150 mm dia, 2 x 6 nos C.I. counter weight of size 375 
mm dia x 37 mm thick of approx weight 30 kg each, fabricated M.S. hook for 
holding counter weight , tested quality steel wire rope of size 16 mm dia and 
required length, complete and securely fixed with tool plate on fabricated tool 
post made of MS Tee bar 80 x 80 x 8mm fitting fixing of all these items complete as 
per design & drawing and as directed. 

4 (e) Supply, Fabrication, installation and commissioning including greasing, painting, Job 
etc. at site and fitting fixing of Lifting Arrangement of Regulator gate with Manual/ 
Electric operated Spur/Worm Gearbox made of Aluminium Bronze/ Grey Cast Iron 
of size 250mm or above with reduction 10 (minimum) at 100 HPM and vertical 
lifting speed of 1.0 Mtr per minute or more capable to lift 10 Ton coupled with 
3HP/ 5HP 3-phase electric induction motor with operating wheel, etc. in complete, 
suitable for rope drum hoisting including supply of C.I. Grooved rope drum, 250mm 
dia. X 45mm L, tested quality steel wire rope of size 16 mm dia and required 
length, Rain-shed box, Stuffing Box, Line shaft of 75 mm dia, etc. securely fixed 
with tool plate on fabricated Platform& fitting fixing of all these items complete as 
per design & drawing and as directed. 
[ Any HT I LT electric connection would have to measure as extra 

5 Supply, Fabrication, Erection /Installation including Painting and fitting -fixing of M 
fabricated MS Ladder of 0.75 M width and required length on the side of 
Regulator gate made of M.S. Channel ISMC: 100 {lOOmm x 50mrn x 4.7mm ) M.S. 
plate (checkered) 6 mm thick and 25 mm dia , G.I. pipe . The ladder consist of 
inclined bar of M.S. Channel, horizontal member for numbers of steps as required, 
Railing post of M.S. Angle of size ISA 6565 and G.I. pipe railing of size 25 mm(ID) in 
complete as directed. 
[ Any CC work to be measured extra] 



To, 

The Chief Engineer {WR), 
Meghalaya, Shillong. 

Madam, 

hereby 
quoted below, the rates for the Supply, fabrication & installation of Steel Sluice Gate for Cross or 
Head Regulators in the projects of Water Resources Department, Government of Meghalaya, as 
specified below for favour of consideration. 

SL 
No. 

Particulars of Items & Specification Unit Rate Quoted per Unit 
(in figures) (in words) 

1 Supply, Fabrication, Installation and Commissioning at 
site including painting of Shutter Assembly of Cross 
Regulator/ Head Regulator gates of different size made 
of 6 mm thick M.S. skin plate, with 10 mm dia. hole to 
be drilled at an interval of 150 mm apart on both the 
vertical sides and one horizontal side at the bottom at 
a fixed distance from the edge, and MS channel of size 
100 mm x 50 mm x 4.7 mm or 125 mm x 65 mm x 5 
mm for shutter frame, Horizontal girders and vertical 
stiffeners , fitting fixing of C.I. Guide Roller of size 75 
mm x 67 mm x 100 mm x 20 mm having 25 mm dia 
hole with pin Guide roller M.S. bracket of size 90 mm x 
90 mm x 250 mm made of 12 mm thick and 90 mm 
wide M.S. Flat with guide roller pin fitted on the 
shutter frame, having required slots and holes and 
supply, fitting and fixing of 'J' type rubber seal, of size 
125 mm, 'J' type rubber seal corner of size 125 mm, 
with fabricated M.S. fastener of 50 mm width x 8 mm 
thick having 10 mm dia. hole at an interval of 150 mm 
apart for Regulator Gates complete as per design & 
drawing & as directed. 

A] C/Regulator & H/Regulator GATES OF SIZE 5.0 M2 or M2 

More 

BJ (/Regulator & H/Regulator GATES OF SIZE less than M2 

5.0M2 

2 Supply, fabrication, installation and commissioning 
including painting at site of guide channel assembly 
with fabricated MS channel of size ISMC : 200 { 200 
mm x 75 mm x 6.1 mm) up to a required length having 
holes of 19 mm dia at a distance of 20 mm from the 
outer edge and at an interval of 500 mm vertically for 
fitting of separator stud including anchoring at pier 
groove, anchoring to footing with MS plate of size 400 
mm x 400 mm x 6 mm thick , MS separator stud of 19 
mm dia threaded at both end x 400 mm L with washer 
, GI pipe separator of 25 mm dia, Embedded Chanel of 
size ISMC 200 in complete for Cross/ Head Regulator 
gates as per design & drawing & as directed. 

[Measurement to be done as height of Guide Chanel 
Assembly as a whole, not for individual channel length.] 

M 

3 Supply, Fabrication, installation and commissioning M2 

including painting and fitting -fixing of fabricated 
platform assembly at site of Regulator gate and 1.25 M 
width with 2 nos top beam channel of size 200 mm x 75 
mm x 6.1 mm, securely welded to supporting channel of 
size 125mm x 65mm x 5mm fabricated M.S. checkered 
plate, 5 mm thick and M.S. cross channel of size 100 mm 
x 50 mm x 4.7 mm for supporting platform having 
required number of slots and holes for the passage of 
wire rope and fitting of screw shaft assernblv and M.S. 
Channel of length 1.25 M each to be welded at a distance 



of 0.50 M apart (Approx) across the top supporting beam 
with top beam and platform plate, to be welded with top 
channel and platform plate, GI pipe of 25 mm dia security 
railing(2 rows) with ISA6565 angle at approx. distance of 
1.0 M and height 1.0 M on both side complete as per 
design & drawing and as directed. 

4 (a) Supply, Fabrication, installation and commissioning Job 
including greasing, painting, etc. at site and fitting fixing 
of Lifting Arrangement for Regulator gate manually 
operated including M.S. Screw shaft of 40 mm/ 50mmdia 
along with C.I. Boss of size 150 mm x 200 mm, thrust 
bearing of 45 mm/55 mm (ID) ,operating wheel made of 
GI Pipes of 25 mm dia, securely fixed with lock plate & 
tool plate on fabricated tool post made of MS Tee bar 80 
x 80 x 8mm fitting fixing of all these items complete as 
per design & drawing and as directed. 

4 (b) Supply, Fabrication, installation and commissioning Job 
including greasing, painting, etc. at site and fitting 
fixing of Lifting Arrangement for Regulator gate with 
manually operated Spur/Worm Gearbox made of 
Aluminium Bronze/ Grey Cast Iron of size 200mm or 
above with reduction ratio lO{minimum)at 50 RPM and 
vertical lifting speed upto 0.50 Mtr per minute 
capable to lift 3.0 Ton suitable for Screw Shaft hoisting 
including supply of M.S. Screw shaft of 40 mm/ 
50mmdiacomplete with operating wheel made, 
securely fixed with tool plate on fabricated tool post 
made of MS Tee bar 80 x 80 x 8mm fitting fixing of all 
these items complete as per design & drawing and as 
directed. 

4 (c) Supply, Fabrication, installation and commissioning Job 
including greasing, painting, etc. at site and fitting fixing 
of Lifting Arrangement of Regulator gate with counter 
weight mechanism including M.S. Screw shaft of 63mm/ 
75mmdia along with C.I. Boss of size 200 mm x 200 mm, 
thrust bearing of 65mm/ 75mm {ID) , C.I. Grooved Pulley 
of size 250 mm dia and 150 mm dia , 2 x 6 nos C.I. 
counter weight of size 375 mm dia x 37 mm thick of 
approx weight 30 kg each, fabricated M.S. hook for 
holding counter weight, tested quality steel wire rope of 
size 16 mm dia and required length, operating wheel 
made of GI Pipes of 25 mm dia , securely fixed with lock 
plate & tool plate on fabricated tool post made of MS 
Tee bar 80 x 80 x 8mm fitting fixing of all these items 
complete as per design & drawing and as directed. 

4 (d) Supply, Fabrication, installation and commissioning Job 
including greasing, painting, etc. at site and fitting fixing 
of Lifting Arrangement of Regulator gate with counter 
weight mechanism and manually operated Spur/Worm 
Gearbox made of Aluminium Bronze/ Grey Cast Iron of 
size 250mm or above with reduction lO{minimum) at 50 
RPM and vertical lifting speed up to 0.50 Mtr per minute 
capable to lift 5.0 Ton suitable for Screw Shaft hoisting 
complete with operating wheel, including supply of M.S. 
Screw shaft of 63 mm/ 75mmdia, C.I. Grooved Pulley of 
size 250 mm dia and 150 mm dia , 2 x 6 nos C.I. counter 
weight of size 375 mm dia x 37 mm thick of approx 
weight 30 kg each, fabricated M.S. hook for holding 
counter weight , tested quality steel wire rope of size 16 
mm dia and required length, complete and securely fixed 
with tool plate on fabricated tool post made of MS Tee 
bar 80 x 80 x 8mm fitting fixing of all these items 
complete as per design & drawing and as directed. 



4 (e) Supply, Fabrication, installation and commissioning Job 
including greasing, painting, etc. at site and fitting fixing 
of Lifting Arrangement of Regulator gate with Manual/ 
Electric operated Spur/Worm Gearbox made of 
Aluminium Bronze/ Grey Cast Iron of size 250mm or 
above with reduction 10 (minimum) at 100 RPM and 
vertical lifting speed of 1.0 Mtr per minute or more 
capable to lift 10 Ton coupled with 3HP/ SHP 3-phase 
electric induction motor with operating wheel, etc. in 
complete, suitable for rope drum hoisting including 
supply of C.I. Grooved rope drum, 250mm dia. X 45mm L, 
tested quality steel wire rope of size 16 mm dia and 
required length, Rain-shed box, Stuffing Box, Line shaft of 
75 mm dia, etc. securely fixed with tool plate on 
fabricated Platform& fitting fixing of all these items 
complete as per design & drawing and as directed. 
[ Any HT/ LT electric connection would have to measure 
as extra 

5 Supply, Fabrication, Erection /Installation including M 
Painting and fitting -fixing of fabricated MS Ladder of 
0.75 M width and required length on the side of 
Regulator gate made of M.S. Channel ISMC : 100 (100mm 
x SOmm x 4.7mm ) M.S. plate (checkered) 6 mm thick 
and 25 mm dia , G.I. pipe . The ladder consist of inclined 
bar of M.S. Channel, horizontal member for numbers of 
steps as required, Railing post of M.S. Angle of size ISA 
6565 and G.I. pipe railing of size 25 mm(ID) in complete 
as directed. 
[ Any CC work to be measured extra] 

Signature of the Quotationer: 

Address of the Quotationer: 

Mobile No.: 

Email Id: 
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